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SALES ● SERVICE ● RENTAL CALIBRATION ● TRAINING 

Serving the industrial market with quality tools and service since 2004. We are committed to  providing  our  customer the highest  quality tools  

backed with superior after sales service.  
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Class 
Nominal 
Pipe Dia 

(in) 

No. of 
Studs 

Dia of Dia Nut AF 
Torque 

 (ft-lbs)* 

Power 
Head 

Ratchet 
Link 

300 

10 16 1 1-5/8 413 2HP 2HP-110 

12 16 1-1/8 1-13/16 607 2HP 2HP-113 

14 20 1-1/8 1-13/16 607 2HP 2HP-113 

16 20 1-1/4 2 852 2HP 2HP-200 

18 24 1-1/4 2 852 2HP 2HP-200 

20 24 1-1/4 2 852 2HP 2HP-200 

24 24 1-1/2 2-3/8 1526 4HP 4HP-206 

30 28 1-3/4 2-3/4 2486 4HP 4HP-212 

600 

8 12 1-1/8 1-13/16 607 2HP 2HP-113 

10 16 1-1/4 2 852 2HP 2HP-200 

12 20 1-1/4 2 852 2HP 2HP-200 

14 20 1-3/8 2-3/16 1157 2HP 2HP-203 

16 20 1-1/2 2-3/8 1526 4HP 4HP-206 

18 20 1-5/8 2-9/16 1967 4HP 4HP-209 

20 24 1-5/8 2-9/16 1967 4HP 4HP-209 

24 24 1-7/8 2-15/16 3088 4HP 4HP-215 

900 

8 12 1-3/8 2-3/16 1157 2HP 2HP-203 

10 16 1-3/8 2-3/16 1157 2HP 2HP-203 

12 20 1-3/8 2-3/16 1157 2HP 2HP-203 

14 20 1-1/2 2-3/8 1526 4HP 4HP-206 

16 20 1-5/8 2-9/16 1967 4HP 4HP-209 

18 20 1-7/8 2-15/16 3088 4HP 4HP-215 

20 20 2 3-1/8 3780 8HP 8HP-302 

24 20 2-1/2 3-7/8 6854 8HP 8HP-314 

1500 

6 12 1-3/8 2-3/16 1157 2HP 2HP-203 

8 12 1-3/8 2-3/16 1157 2HP 2HP-203 

10 16 1-3/8 2-3/16 1157 2HP 2HP-203 

12 20 1-3/8 2-3/16 1157 2HP 2HP-203 

14 20 1-1/2 2-3/8 1526 4HP 4HP-206 

16 20 1-5/8 2-9/16 1967 4HP 4HP-209 

18 20 1-7/8 2-15/16 3088 4HP 4HP-215 

20 20 2 3-1/8 3780 8HP 8HP-302 

24 20 2-1/2 3-7/8 6854 8HP 8HP-314 
* Torque Values are given as a guide only. Actual values depend on the grade of bolt, joint geometry, 
gasket used and lubricant specified. Consult the manufacturer or your engineering department for spe-
cific torque values. 

ANSI FLANGE BOLT TORQUE 

mailto:ftme@fasttrackindustrial.com

