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Bitte beachten Sie, dass dieses Dokument nur eine Zusammenfassung der
wichtigsten Informationen dieser neuen Version ist. Bitte besuchen Sie Jaltest
Report fur weitere Informationen.

MARKEN UND MODELLE

Als nachstes werden einige der neu auf Jaltest verfUgbaren Marken und Modelle
aufgelistet.

TRAKTOR

In dieser Version sind neue Traktormarken hinzugefugt worden: LOVOL, PRONAR
und SOLIS.

KIOTI
HX Series

LANDINI
6 V-Shift Series

MAHINDRA

5100 Series

NEW HOLLAND
T5S Series, Motor: Tier 5/Stage V

GEZOGENE UND SELBSTFAHRENDE GERATE

In dieser Version wurden zwei neue Marken gezogener und selbstfahrender Gerate
hinzugefugt: GRILLO und HORSCH.

DIAGNOSE UND SYSTEME

Die technischen Informationen sowie die SMART Guides nach Symptom und den
haufigsten Fehlercodes in der Werkstatt wurden dank der Kommunikationskanale
mit den Kunden - wie der im Rahmen des Projekts gebotenen technischen
Unterstutzung, Schulungen, Jaltest Feedback und der Option
'Produktverbesserung' - erweitert.
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TRAKTOR

Speziell zu erwahnen sind die SMART Guides zur Fehlersuche und -behebung nach
Fehlercode beim Getriebesteuergerat TCM CVT , das in zahlreichen Modellen der
Traktormarken der CNH-Cruppe zu finden ist, sowie SMART Guides zur
Fehlersuche und -behebung nach Fehlercode bei der elektronisch gesteuerten
Hydraulikregelung EHR und dem Getriebesteuergerat TRANS (Sauer Danfoss),
mit dem Modelle der Marke LANDINI ausgerustet sind.

SMART Guides zur Fehlersuche und -behebung nach Fehlercode im Kombi-
Instrument Cluster von LANDINI.

alaliest cx= < N = e = - O X

e * ﬁ > TRACTOR > CASEiH > Puma Series - CVT, engine: Tier 5/Stage V > TCM CVT, Transmission

) Sy remicechmical €) MANUAL DIAGNOSIS CODE 2382. (FAULT CODE: 2382). Park lock. Failure of the frame CAN bus. &=
data
o
—j- Diagrams ? Helpand componentsof the fault ?'E _ Fault Code Troubleshooting +
®  code L
A an
<@+ Vehicle service data é\ Important: Click here to see the document attached to the troubleshooting ~ {=§
z Vehicle data Troubleshooting [ Step 4] A
(7 = 2 0:2
a4 | oo

Zudem wurde die manuelle Diagnose generell bei verschiedenen Modellen
mehrerer Marken erweitert, darunter CASE iH, New HOLLAND und STEYR.

ARBOS

Zentralrechner VCU: Parameterkonfiguration bei den Modellen 4080 E, Motor:

Interim Tier 4/Stage IlIB, 5130, Motor: Final Tier 4/Stage IV und 7240, Motor: Tier
5/Stage V, und weiteren Modellen.

CASE iH

@ Elektronikmodul ACM bei den Farmall-Modellen der Serien V/N/F/CL, Motor:
Tier 5/Stage V und Quantum V/N/F/CL Series, Motor: Tier 5/Stage V.

Zentralrechner BCM: Parameterkonfiguration bei den Modellen Optum AFS
Series, Motor: Tier 5/Stage V.
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LA + 0

It j L
0 ) — 0O X
4
> TRACTOR > CASEiH - Optum AFS Series, engine: Tier 5/Stage V > BCM, Body computer w% C_ff 6 Disconnect
TEST =
% Diagnostics menu Select the desired action

e e
@] iﬁtsm technica) Search in the list of actions
lata

-
—3 Diagrams

<@ Vehicle service data

A Vehicle data

“),se Troubleshooting by

FAULT CODE READING
#  symptoms

FAULT CODE CLEARANCE SYSTEM DATA

2| PARAMETERS ", || MEASUREMENTS @) | DATA RECORDER

@ Releases and
®  Procedures

E10
D)=

= & [ 04
FPT-Motoren: technische Daten des Motors und Wartungsdienste bei den

Modellen Farmall V/N/F/CL Series, Motor: Tier 5/Stage V und Luxxum Series,
Motor: Tier 5/Stage V, und weiteren Modellen.

Konfiguration der elektrischen Schaltplane des Getriebesteuergerats TCM bei

verschiedenen Modellen Puma Series - 18/19x6 Semi Power Shift (Armrest) (TMR),
Motor: Final Tier 4/Stage IV, und weiteren Modellen.

CLAAS

@ Vorderachsfederungssystemn SFA beim Modell Arion 4X0 (A32/A43), Motor:
Final Tier 4/Stage IV.

@ Getriebesteuergerat TR1 beim Modell Arion 4X0 (A52/A53), Motor: Final Tier
4/Stage IV.

@ Getriebesteuergerat TCU und Kombi-Instrument DSB bei den Modellen Nexos
A67/A69/AT70/AT.
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Getriebesteuergerat TR1: [Lled + 0

technische Mitteilun Q) TRACTOR CLAAS . Aron XO(ASHASS) engine: inal Tier Acage V- T, Transision
zur Getriebekalibrierung I caummamion: reanswsion caumaTion
beim Modell Arion 4X0 O Zrme= ||
(A52/A53), Motor: Final 7 o

Tier 4/Stage IV. S

/£ Vehicle data

Calibration process
- Set the engine speed rate at 1500 rpm with the manual accelerator.

- Raise the reverse drive lever and simultaneously press the
] four-wheel drive activation switch (1) until the code (Id75F9h) is S
shown on the terminal display

- Set the reverse drive lever in the forward position.

The information warning lamp turns on and the forward gear warning lamp
< flashes on the instrument cluster.

A= QM 10

Abgasnachbehandlungssystem

DCU FARMotion: Uberprufung

P des AdBlue/DEF-Moduls und

Systemwartungsreset, unter

anderem bei den Modellen der

Serien 4 E, 5 TTV, und der Serie
Agroplus 300-400 F.

DO YOU WISH TO PERFORM THE RESET?

B o~ X <

ENGINE sPEED 2110 pm @

FENDT

© Getriebesteuergerat TM : i n
und DGW-GateWGy bel den &~ * )} TRACTOR > FENDT > 300 Vario Series, engine: Tier 5/Stage V %: 5‘

M d | I 300 V H S : G Diagnostics menu System selection Types Select a system from the list and click on Connect button (Options: 3/3)
odellen ario series, |
. System technical Special functions - e e
. Q i /AL [search by system name (@Name OActions
Motor: Tier 5/Stage V. - Ghoricus)
[ oo Maintenance reset ; o
gram horeuts) Engine ~ System Scan Scan
* Gateway & DGW, Gateway
*Gearbox & | EEMASS - EDC MDA, Electronic Diesel Control, Common Rail &
24 Troubleshooting by
4 i TM, Transmission
@ Releasesand
@ Procedures
< (It does not apply to
system scan

oF QM 00
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JOHN DEERE

@ Zentralrechner FCC: Diebstahlschutzsystem EIC sowie Elektronikmodul MFC
beim Modell 5SML Series.

@ Hydrauliksteuergerat HV1 bei den Modellen 5ML, 6M und 6R Series.
© Elektronikmodul TEC bei den Modellen 7R und 8R Series.

Elektronikmodul TEC: Beleuchtungskonfiguration des Arbeitsgerats beim
Modell 6R Series.

JOHN DEERE-Motorsteuergerate EDC Level 33 und EDC Level 34:
Reinigungswartung des AdBlue/DEF-Moduls.

FPT-Motor, Motorsteuergerat EDC MD1 CS069: Technische Daten und
Wartungsdienste beim Modell 5G Series.

ejaltest + Bl - O X
) ) o ; € q .
> TRACTOR > JOHN DEERE > 6R Series > ECU HPCR (Level 34 - Tier 4F/5 - Stage IV/V), Electronic Diesel Control, Common Rail S (= 6 Disconnect
" o.

<@”* MAINTENANCE \ ADBLUE/DEF \ ADBLUE/DEF MODULE CLEANING

(@1 el Clean the AdBlue/DEF circuit. v
~f  Diagrams Qial;(gs‘jt@ To display Jaltest Tools references used in this guide, click here, X
@ Vehicle service data Search in the guide ‘ q v A|?
/£ Vehicle data BH  expand all steps

Y Troubleshooingby | B ooty precautions. ‘

@ Relessesan = Step :Previousseeps.

Step 1.1: Purge the AdBlue/DEF system.

B8 step1.2: Locate the AdBlue/DEF dosing module.

< [ Show check marks in the procedure steps. a

@2 QB8 100

Konfiguration der elektrischen Schaltplane des Klimasteuerungssystems ATC bei
den Modellen der Serie 6R.

qialtgg; Grp o (1] I — O X
% A i ic D . S
* TRACTOR > JOHN DEERE - 5G Series ~ EDC MD1 C5069, Electronic Diesel Control, Common Rail 2 S Connect

T piagnostics menu A Vehicle technical data & Repair times

System technical s . y Select another
(@ j§aR Engine type: 3,6 (F5L GL413N) - Tier 5 ‘ i
-j’ Diagrams Types AV Sections AV ‘ Search in technical data ‘ Q Vv A

@+ Vehicle service data Specifications Belts diagrams. Accessory belts (Belts diagrams)

Belts diagram
A Vehicle data Engine distribution

i S
4 :;:‘;';:":““"5'” Accessory belts
& Release
g ;;f‘,ii:,s,:jd Fuel system I

Oversupply

Cooling system

jalfest . check availability of precision tools, such as torque wrenches, dial gauges, angle gauges, pressure gauges, etc. inJaltest Tools. Click here.  [E3
&

@= 2 | oo
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LANDINI

© Getriebesteuergerat ejaltest + = el - O x
TC be| den Mode”en » TRACTOR > LANDINI > 6 V-Shift Series > TC, Transmission g =l & pisconnect

der Serie 6 V-Shift. Select the desired action

@ Elektronische Q sl N etsaraion Q
Hubwerkregelung o vigroms
EHC bei den Modellen = e
der Serie 5, Motor: Tier ~

slstage V. 7,& :y:’u“w5 gk FAULT CODE READING

@ Releases and
® Procedures

FAULT CODE CLEARANCE SYSTEM DATA

t& PARAMETERS 7\, || MEASUREMENTS @) | DATA RECORDER

@ 3| 007

LINDNER

© Kombi-Instrument INST,
Unter anderem bei den “« % ) TRACTOR > LINDNER - Geotrac 94 £P f‘,(SS: (= Scan

Modellen Geotrac 64 EP und —

gl AW [search by system name Q @name OActions
ceotrac 74 EP. = -
@ R eg e I u n g d e r e I e kt ro n iSC h e n @+ Vehicle service data :a::':gnos:ics *Hydraulic systems 3/ INST, Instrument cluster
Hubwerkregelung REHR ,unter , .. et i s, et ol cammen @

anderem bei den Modellen # s S e —
Geotrac 84 EP und Geotrac 94 Inea
© Zapfwellensteuerung RPTO
sowie Zentralrechner VCU far
verschiedene Geotrac-Modelle.

NEW HOLLAND

Konfigurationen der P : i
elektrischen Schaltpldne IM & & A - wacron - ewnowamd - 1seies- Ao Cmmand(rusyenin: v e ascge v s o -
Getriebesteuergerat TCM % swosenen | 04 mosmisomaiomas
CVT, unter anderem beim . |lmoooeen Q
Modell T7 Series - Auto —
Command (TMR), Motor | L T
Final Tier 4/Stage IV. ‘ RN

Y- iDpibisstisating by CA3-B, Reverser Lever oresion 2%

% symptoms ?

=8 sf;:::;:‘d CA63-B, Instrumentation ]
CAB0-B, Central computer [z

CAN H Diag Line, CAN High diagnostic
line

< CAN L Diag Line, CAN Low diagnostic line
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SAME

ejaltest

+ ()

* TRACTOR ~ SAME - Frutteto Series - MVCU, Body computer

|/ CALIBRATION \ TRANSMISSION \ SPEED SENSOR

i NmALconDmONS:

- PLACE THE VEHICLE ON A FLAT SURFACE WITHOUT OBSTACLES WITHIN 150 METRES
- THE ENGINE MUST BE RUNNING, AT IDLE SPEED

- REVERSE DRIVE LEVER IN NEUTRAL POSITION

- PARKING BRAKE ACTIVATED

- 4WD (ALL WHEEL DRIVE): OFF

NECESSARY SAFETY PRECAUTIONS AND MEASURES.

ENGINE SPEED.

DURING THE ACTIVATION OF MOBILE ELEMENTS, THERE IS A RISK OF INJURIES, CONTUSIONS OR CRUSHINGS. PLEASE, TAKE ALL THE &

Zentralrechner MVCU:

Parameterkonfiguration,
Uberprifung der Kupplungen
sowie Kalibrierung des
, Getriebes, unter anderem bei
den Modellen Frutteto Series
und Spark Series.

®

1247 rpm

SOLIS

& SONALIKA-Motor, EDC
MD1 CS018 -
Motorsteuergerat beim
Modell S90.
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ejaltest

> TRACTOR > SOLIS > S90 > EDC MD1 CS018, Electronic Diesel Control, Common Rail

Select the desired action

Search in the list of actions

SYSTEM DATA

FAULT CODE READING ' FAULT CODE CLEARANCE
MEASUREMENTS ‘ DATA RECORDER
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ERNTEMASCHINEN
FENDT
@ MTU-Motor, Motorsteuergerat T

AD EC EC U _9 be i m M Od e I I Kata na © HARVEST EQUIPMENT - FENDT - Katana Series - ADEC ECU-9, Electronic Diesel Control, Common Rail #CE,: E
Se ri es. Select the desired action

System technical
(@) i Search in the list of actions Q

—f Diagrams
@+ Vehicle service data
OPERATION DATA ‘ PARAMETERS ‘ MEASUREMENTS ‘
(@) DATARECORDER

NEW HOLLAND

FPT-Motor, Motorsteuergerat
EDC 17 CV41 + Denox 2.2

<@/s MAINTENANCE \ START-UP COUNTER RESET

(Vector): Ruckstellung des ryem— -
Startzahlers bei den Modellen der X
Serie FR. - Vel ENGINE SPEED 2020 rpm @
A ver &
U Timgty
8 o
<
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GEZOGENE UND SELBSTFAHRENDE GERATE
AGRIFAC

@ CUMMINS-Motor B4.5/6.7, Motorsteuergerat CM2350 beim Modell Condor

qialtgg_’g 4=

VIN: 3SHSDMAPROHN7487... » S.. > AGRIFAC > CondorV  B4.5/6.7 CM2350, Electronic Diesel Control, Common Rail

B
Select the desired action Voltage: 122V

Q System technical
data

‘Ssar(h in the list of actions ‘ Q

—j. Diagrams

<+ Vehicle service data

% FAULT CODE READING FAULT CODE CLEARANCE SYSTEM DATA

z Vehicle data

'?4 Troubleshooting by OPERATION DATA g PARAMETERS tt CONFIGURATION
®  symptoms L

§ Releases and
®  Procedures

", || MEASUREMENTS
H ACTUATE COMPONENTS :E SYSTEM CHECKS

CALIBRATION L MAINTENANCE

DATA RECORDER

ORNED

= 2 B 104
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