How to Program QYT KT-8900

Basic Instructions using Speaker Microphone:
Press [F Key] + [# Key] + [# Key]
Select value
Press [F Key] to save it
Press [Exit/AB]
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1. Start in VFO mode.
2. Punch in Transmit frequency
3. CTCSS Tone on Transmit side – 13 (TX CTCSS)
4. Shift Direction - 38
5. Shift Value – 39
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Programming a Repeater
1. Start in VFO mode.
2. Punch in Transmit frequency
3. CTCSS Tone on Transmit side – 13 (TX CTCSS)
4. Shift Direction - 38
5. Shift Value – 39
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Menu |Character | Function |Second character The secondary menu Settings
0 TDR D-frequency OFF Close the double—frequency waiting
waiting ON Start the dual-band waiting
5.00K
6.25K
1 STEP Step 10.00K In frequency mode, press the UP, DOWN, change the
frequency 12.50K frequency of the step value
25.00K
2 SQL Squelchstep 0,---,9 Squelch Step
Transmitted HIGH high power transmitter energy
3 TXP —
power LOW Small power emission
2 SCR Voice OFF Close the voice encryption
encryption ON Open the voice encryption
5 TOT Time 15,30,+--600 Numbers from 15 to 600. With 15 step by step,
6 TOA Launch end OFF Closed end early warning
early wamn 1,2,..10 Launch for the rest of the end,this time indicator light will flash
WIDE Broadband work
’ WN EAJ NARR Narrowband work
. OFF Shut down automatically light
8 ABR Auto light 1,2,3,4,-- 50 On the backlight to automatically shut down time
. . OFF Closing beep
° BEEP Voice fo switch ON Open the prompt to operate
10 R-DCS | Receive retuned OFF - No retuned
DO023N,---,D7541 Digital retuned the standard sequence
OFF No retuned
11 R-CTCS Receive analog
retuned 67.0HZ,---,254.1HZ Simulation retuned the standard sequence
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Launch digital OFF No retuned
retuned DO23N,---,D7541 Digital retuned the standard sequence
Launch OFF No retuned]
simulation 67.0HZ,---,254.1HZ Digital retuned the standard sequence
retuned
OFF To launch time, DTMF key launch, the machine does not send out the voice of the code
DTMFST Lateral KEY At launch time, the key launch DTMF, native sound
sound switch ANI At launch time, automatically send code, the machine is sound
BOTH Launch time, the key code and code automatically, the machine is sound
BCL No launch OFF Channels are glso allowe‘d to Iaun»ch
ON Channel occupied launch is prohibited
SC-ADD Add Scan OFF Storage channel, the channel is not added to the storage by the scanning list
Channel ON Storage channel, the channel is added to the storage by the scanning list
- OFF Priority scanning function to shut down
PRI-SC Priority scan ON Priority scanning function
PRI-CH ;gzr:éll 000,--+,199 Priority scanning open channel show a CH for effective channel
TO Scan time way
SC-REV | Scan back way Cco Carrier way to scan
SE Search to scan
Close the optional signaling
Optional The current optional signaling of DTMF signal
OPTSIG o - - -
signaling The current optional signaling is 2 tidings
The current optional signaling is 5 tidings
horn Retuned match open the horn
SPMUTE Retuned and optional signaling match at same time open horn
loudspeaker
Retuned or optional signaling a match or open the horn
Press the PPT is not yards
PTT-ID PPT launch Press the PPT is yards
ON the PPT is not yards
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PTT-ID PPT launch BOTH Press and release PPT are sending ¥
PTT-LT |Sending additiona 0,1,--,30 Before sending the delay time of automatically l’
S-INFO | S information 1,--,15 Need,Issue the information code =
ALARM Sound an alarm when the machine is warning tone
EMC-TP | Alarm Mode ANI Send an alarm when alarm code and native identity code
BOTH Alarm, give tones sent identity code at the same time
EMC-CH | Akarm channel 00,-++,199 Alarm, specified alarm channel, channel show CH ahead effective
RING-T Ring time OFF,1,2,---10 Receiving matching signaling, tones this machine is call open horn
Channel .
CHNAME name edit In the channel mode, edit the current channel name
A channel FREQ A section of the channel mode, channel frequency display
CA-MDF display mode CH A section of channel mode, the channel to channel number display
piay NAME A section of the channel mode, channel by channel name display
B channel FREQ B section of the channel mode, channel frequency display
CB-MDF display mode CH B section of channel mode, the channel to channel number display
play NAME B section of channel mode, the channel to channel number display
OFF Close the keyboard lock automatically
AUTOLK KeyLock ON Open the keyboard automatic locking function
FULL Full screen
PONMSG | Boot mode MSG The specified information
OFF Close the backlight
Standby BLUE Open the blue light under the standby 20
light choice ORANGE Open the Orange light under the standby 2
PURPLE Open the pupple light under the standby
OFF Close the backlight ~
Receiving BLUE Open the blue light receiving condition v
light choice ORANGE Open the Orange light receiving condition c
PURPLE Open the Pupple light receiving condition B
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choice
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Close the backlight
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BLUE

Open the blue light emission condition

ORANGE

Open the Orange light emission condition

PURPLE

Open the Pupple light emission condition

MEMCH

Channel
memory

000,---,199

When storage channel, indicates channel number is stored, if digital
display CH — in front of it, said that original channel storage parameters

DELCH

Erasure
channel

000,:++,199

Delete specified channel parameters, if no CH — front, is invalid

SFT-D

Frequency
offset
direction

OFF

Frequency transmitting frequency and receive frequency no difference

+

Frequency mode, the launch is receiving and frequency offset

Frequency mode, launch is equal to _receive frequency subtraction

OFFSET

Frequency
direction

00.000,:++,69.990

Frequency mode, the transmitting and receiving of the poor

ANI

Code

The status code is used to observe the machine Settings

ANI-L

ANI Length

34,5

Effective length of the native identity code

REP-S

Repeater
activate

1000

Launch,call single frequency tone frequency,for exciting relay station

1450

Launch,call single frequency tone frequency,for exciting relay station

1750

Launch,call single frequency tone frequency,for exciting relay station

2100

Launch,call single frequency tone frequency,for exciting relay station

Repeater
Mode

OFF

Close the relaying

CARRI

Receive forwarded to the carrier

CTDCS

Receives the dumb tidings to forward

TONE

Forwarding receives the mono audio channel

DTMF

Receive the specified forwarding when DTMF code

Initialize

VFO

Menu to initialize

ALL

Menu and channel initialization
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