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How to Turn On/Off
Press and hold the POWER (Lock) button (#2) (Upper left-hand corner) to turn the radio On or Off

Volume Control
Turn the Volume Dial (#1) (Lower left-hand corner) to adjust the volume.

How to Select a Channel
If the M icon is not displayed, press the V/M button (#9).  You can select a channel by either:
1. Enter the 3-character channel number using the number pad on the microphone, using a leading zero (0) as necessary, or
2. Rotate the Dial knob (#7).

Squelch Control 
Press the [SQL Back] button (#6) (Upper right-hand corner), then rotate the Dial knob (#7) to adjust to a level where the background noise is muted.  After adjustment, press the [SQL Back] button again or do nothing for 2 seconds, the SQL Meter will return to the Normal screen.

How to connect headphones
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The input jack for headphones is on the far right-hand side of the back panel of the Yaesu FTM-6000R as shown.  Look for an extension cable which may already be installed.
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@ VOL knob
Rotate the VOL Knob to adjust the audio volume level.
@ POWER (Om) Switch
Press and hold this buton to switch the power ON or OFF.
‘When the poweris ON, press this button briefly to engage, orrelease the key lock.

@ [F1] key

The [FI] key is user programmable, allowing quick access to the Function or Menu tem that is most often

used. The factory default seting s “HOME” (calls the home channe).

To change to another ftem, press the [F menu] key, and then rotate the DIAL knob to select the desired ftem,

‘and press and hold the [F1] key.
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Connect the provided DC power supply
cable (with fuse attached).

When using the clone function,
S || mm connect it to another FTM-6000

with the optional clone cable
@ “CT-166" .

Connect the co-axial cable Cooling fan This 2-conductor, 3.5-mm mini phone jack provides
for the antenna. audio output for an optional speaker.
The optimum load impedance is 8 Ohms.




