How to Adjust the Saddle Gullet

The Adjustment Saddle System allows to set the
front arch angle from 75° to 105°, which makes it possible to
fit the saddle to a wide variety of horses as well as to a horse’s
changing physique (during muscle development, seasonal
changes or aging).

The uniqueness of our solution lies in the fact that
the width of the gullet (letter ,,G”- Fig. 1) remains the same.
Only the angle of the front lateral parts of the tree 1s adjusted.
Thanks to this: (1) with a narrow angle the gullet does not
press against the withers from the sides, (2) with a wide angle
the gullet does not widen collapsing toward the withers.

The arch angle 1s adjusted smoothly using an Allen
key, inserted from the top (letter ,K”- Fig. 1). Thanks to this
adjustment can be: (1) quickly and precisely, (2) without the
need for specialist tools or a saddle fitter, (3) even while
sitting on the horse, without removing the saddle,(4) and the
fit can be fine-tuned repeatedly.

To change the angle of the front:

1. Insert the key through the hole at the top slot,
2. rotate clockwise to widen the angle or counterclockwise to

make it narrower. When finished — remove the key.
Do not use too much force or electric tools- it may damage the mechanism. During addjustment do not press the front of
the saddle. If adjusting on the horse lean back a little to release the pressure from the front part of the saddle.

How to Place the Saddle

Place the saddle like in Fig. 2, just behind the horse’s shoulders (letter ,,8”). Fasten the front girth strap vertically
and the rear strap slightly angled — this will help the saddle stay in place. Placing the saddle on the horse’s shoulders (Fig.
3), as this restricts its movement, and the back of the saddle may press on the loin area.
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According to
18th-century practice, the
girth buckles should be
hidden under the saddle
flaps. We offer
asymmetric  girths  (the
front strap 1s shorter than
the back one to help
achieve the position of the
girth as shown in Fig. 2).

/\ The girth is made from
thick cotton straps and 1s
Eg" 3 custom-made to  the

required length.
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How to Adjust the Size & Front Blocks

We offer two tree sizes: S1 - 36 cm and S2 - 40 cm.  Additionally, thanks to interchangeable front blocks (letter
,B”- Fig. 4), the seat size can be further adjusted as numbers 1 and 2 show (Fig. 4), allowing the saddle to be customized
to the rider’s build and preferences. In Baroque saddles the blocks (letters ,X” and “B”) played an important role in
stabilizing the rider’s legs. Because the front blocks are iterchangeable, this allows individual adjustment of the space
between the front and rear blocks to secure the rider’s thighs. To replace the front block with a thinner or thicker one you
need to unscrew counterclockwise with your fingers both rosettes (letters ,R”- Fig. 5) located at the front of the saddle.
The saddle comes with one size block, a block of a different thickness can be purchased or exchanged.

How to Adjust the Panel’s Channel & Seat Level

Panels (letters ,P”- Fig. 6) in our baroque saddle are tied to the tree with leather laces through holes in the tree
(letters ,H”- Fig. 7). This allows easy removal and adjustment of the filling. We additionally introduced extra holes so that

the panels can be relaced into different positions to change the
channel width between them (letter ,,C”- Fig. 6). The front and
rear panels spacing may be adjusted independently — only at the
front or only at the back.

Moreover our saddles allow correction of the seat level
by adjusting the amount of wool filling inside the panels. Because
the panels are attached to the tree with the above-mentioned
leather laces, they can be removed and restuffed independently
i the front or in the back (there are special openings in the
panels to reflock the wool). Although, this method allows limited
adjustment of the seat level.

At first, the wool in the panels will be fluffy, but after a
few sessions it will become compacted to the horse's back.

In the case of saddles with panels, only a thin saddle pad
1s recommended.
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