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Processes

- Plasma cutting (all)
- Plasma gouging

- Grid Mode

TypeofGas
- Air compressed
- Nitrogen

Applications

On site maintenance

Service tasks

Small construction sites
General installations

Air ducting installation (HVAQ
Demolition work

Rental

Input.

e

Unit Includes

2mrinput cable

75 m-hand cutting torch
Ground clamp and cable

Air connection kit

Cutting torch consumables kit
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4 ‘ PLASMA CUTTING RANGE

TH1025

‘CUT PERFORMANCE ~ MILD STEEL
Hand Torch

TH1538

CUTPERFORMANCE - MILD STEEL
Hand Torch
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MOTOR GENERATOR COMPATIBILITY;

~ minimum power 9,2kW (TH1025), 18KW (TH1538)

- AC waveform peak voltage below 700V.

- RMS voltage of the AC waveform is always
equal to 400Vac 15%.

TOMAHAWK® 1025 & 1538

® Starting: innovative advanced arc starting without HF.

® Performance: innovative advanced electrode and nozzle design.

® Longer lifetime: innovative advanced design increases lifetime of consumables.
® Faster: higher travel speeds and plate thickness.

© Flexible: multiple torch configurations.

o Different materials: mild steel, stainless steel, aluminium and many more.

* Concentrated plasma stream: less heat input, less distortion.

© Torch Connection — central connector, 9-pin.
© Step less current control.

© Remote kit (optional) that allows the unit to receive
an external ON-OFF trigger for mechanized
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Tomahawk® 1025 with LC65 Tomahawk® 1538 with LC105
Comparison at 60A Comparison at 100A
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SPECIFICATIONS
ttem | PrimaryVoltage | Rated Cuttin Piercing Capacity. inlet | Output | Weight |  Dimensions
[AEETE Number ‘ (50-60H2) ‘ Output | Capacity (mm) fmm)* FlowRate | pressure RangelA]‘ i ‘ HXWsD (mm)
Tomahawk® 1025 | K12048-1 oo ‘ o] » Max.12 o 209 @aGbar | 60 75bar | 2060 2 | 39x2u7x489
Tomahawk® 1538 | K12039-1 ‘ L% 0 Max.20 r, . [s0-mbar | 20100 | 36 | assxaoixei
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