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SPECIFICATIONS
Item Unit FA450
Injection Unit 2300 3500
Standard Option

Injection weight (PS) g 996 1155 1509 1527 1737 | 2199
oz 35 41 53 54 61 78

Screw diameter mm 65 70 80 75 80 90

L/D ratio 23 22 19 24 23 20

Injection volume cm? 1094 1269 1658 1678 1909 | 2416

Injection stroke mm 330 330 330 380 380 380

Screw rpm r.p.m 157 157 157 134 134 134

Plasticizing capacity kg/h 142 178 186 187 227 323

Injection pressure MPa 219 189 145 210 185 146

Injection rate cm/s 426 494 645 499 568 719

Carriage stroke mm 460 460

Carriage contact force kN 100 100

Clamping Unit

Clamping force kN 4500

Opening force kN 326

Mould thickness (Min.) mm 350

Mould thickness (Max.) mm 900

Maximum daylight mm 1650

Opening stroke mm 1300

Space between tie bars mm 840 X 830

Ejector stroke mm 250

Ejector force kN 160

Number of ejector pins 11

Others

Pump motor power kW 74 | 77

System pressure MPa 17.5

Oil tank capacity L 1000

Heating capacity kW 26 | 34

Temp. control zones 6+N

Machine dimensions m 8.33X243X224

Machine weight Ton 20

Minimum mould size mm 560 X 550

Mould weight (Fixed platen) kg 1468

Mould weight (Moving platen) kg 2937

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.

FORZA-III SERIES

SPECIFICATIONS
Item Unit FA550
Injection Unit 2300 3500
Option Standard
Injection weight (PS) g 996 1155 1509 1527 1737 | 2199
oz 35 41 53 54 61 78
Screw diameter mm 65 70 80 75 80 90
L/D ratio 23 22 19 24 23 20
Injection volume cm? 1094 1269 1658 1678 1909 2416
Injection stroke mm 330 330 330 380 380 380
Screw rpm r.p.m 157 157 157 134 134 134
Plasticizing capacity kg/h 142 178 186 187 227 323
Injection pressure MPa 219 189 145 210 185 146
Injection rate cmd/s 479 556 726 499 568 719
Carriage stroke mm 500 500
Carriage contact force kN 100 100
Clamping Unit
Clamping force kN 5500
Opening force kN 380
Mould thickness (Min.) mm 400
Mould thickness (Max.) mm 950
Maximum daylight mm 1750
Opening stroke mm 1350
Space between tie bars mm 960 X 880
Ejector stroke mm 250
Ejector force kN 190
Number of ejector pins 11
Others
Pump motor power kW 77 | 77
System pressure MPa 17.5
Oil tank capacity L 1000
Heating capacity kW 26 | 34
Temp. control zones 6+N
Machine dimensions m 8.58 X 2.56 X 2.29
Machine weight Ton 22
Minimum mould size mm 640 X 580
Mould weight (Fixed platen) kg 1878
Mould weight (Moving platen) kg 3756

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to have more information.
We reserve the right to make any technical improvements without further notice.



SPECIFICATIONS
Item Unit FA650
Injection Unit 3500 5000
Option Standard
Injection weight (PS) g 1527 1737 | 2199 2271 2546 | 3143
oz 54 61 78 80 90 111
Screw diameter mm 75 80 90 85 90 100
L/D ratio 24 23 20 24 22 20
Injection volume cm? 1678 1909 2416 2496 2798 3454
Injection stroke mm 380 380 380 440 440 440
Screw rpm r.p.m 134 134 134 112 112 112
Plasticizing capacity kg/h 187 227 323 227 270 370
Injection pressure MPa 210 185 146 204 182 147
Injection rate cm®/s 555 631 799 573 642 793
Carriage stroke mm 530 530
Carriage contact force kN 100 100
Clamping Unit
Clamping force kN 6500
Opening force kN 447
Mould thickness (Min.) mm 400
Mould thickness (Max.) mm 1000
Maximum daylight mm 1750
Opening stroke mm 1350
Space between tie bars mm 1050 X 910
Ejector stroke mm 250
Ejector force kN 190
Number of ejector pins 11
Others
Pump motor power kW 80 | 80
System pressure MPa 17.5
Oil tank capacity L 1000
Heating capacity kW 34 | 41
Temp. control zones 6+N
Machine dimensions m 8.68 X 2.66 X 2.34
Machine weight Ton 27
Minimum mould size mm 700 X 600
Mould weight (Fixed platen) kg 2236
Mould weight (Moving platen) kg 4472

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.

3

FORZA-III SERIES

SPECIFICATIONS
Item Unit FA750
Injection Unit 5000 7400
Standard Option

Injection weight (PS) g 2271 2546 | 3143 | 2893 | 3572 | 4322
0z 80 90 111 102 126 152

Screw diameter mm 85 90 100 90 100 110

L/D ratio 24 22 20 24 22 20

Injection volume cmd 2496 2798 3454 3179 3925 4749

Injection stroke mm 440 440 440 500 500 500

Screw rpm r.p.m 131 131 131 115 115 115

Plasticizing capacity kg/h 266 315 433 277 380 506

Injection pressure MPa 204 182 147 235 191 158

Injection rate cmi/s 716 803 991 744 918 1111

Carriage stroke mm 580 580

Carriage contact force kN 100 130

Clamping Unit

Clamping force kN 7500

Opening force kN 521

Mould thickness (Min.) mm 450

Mould thickness (Max.) mm 1050

Maximum daylight mm 1850

Opening stroke mm 1400

Space between tie bars mm 1150 X 980

Ejector stroke mm 300

Ejector force kN 260

Number of ejector pins 11

Others

Pump motor power kW 144 120

System pressure MPa 17.5

Oil tank capacity L 1250 1800

Heating capacity kW 41 49

Temp. control zones 6+N 7+N

Machine dimensions m 9.03 X 2.90X 2.39

Machine weight Ton 30

Minimum mould size mm 760 X 650

Mould weight (Fixed platen) kg 2769

Mould weight (Moving platen) kg 5538

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.



SPECIFICATIONS
Item Unit FA900
Injection Unit 7400 9200
Standard Option

Injection weight (PS) g 2893 | 3572 | 4322 | 3929 | 4754 | 5658
oz 102 126 152 139 168 200

Screw diameter mm 90 100 110 100 110 120

L/D ratio 24 22 20 24 22 20

Injection volume cmd 3179 3925 4749 4318 5224 6217

Injection stroke mm 500 500 500 550 550 550

Screw rpm r.p.m 115 115 115 100 100 100

Plasticizing capacity kg/h 277 380 506 330 440 570

Injection pressure MPa 235 191 158 214 177 149

Injection rate cm/s 744 918 1111 1020 1235 1469

Carriage stroke mm 610 610

Carriage contact force kN 130 100

Clamping Unit

Clamping force kN 9000

Opening force kN 619

Mould thickness (Min.) mm 500

Mould thickness (Max.) mm 1100

Maximum daylight mm 2100

Opening stroke mm 1600

Space between tie bars mm 1180 X 1000

Ejector stroke mm 300

Ejector force kN 350

Number of ejector pins 11

Others

Pump motor power kW 120 216

System pressure MPa 17.5

Oil tank capacity L 1800

Heating capacity kW 49 62

Temp. control zones 7+N 7+N

Machine dimensions m 10.21 X 3.02X 2.47

Machine weight Ton 38

Minimum mould size mm 780 X 660

Mould weight (Fixed platen) kg 3037

Mould weight (Moving platen) kg 6075

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.
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FORZA-III SERIES

SPECIFICATIONS
Item Unit FA1000
Injection Unit 7400 9200
Standard Option
Injection weight (PS) g 2893 | 3572 | 4322 | 3929 | 4754 | 5658
oz 102 126 152 139 168 200
Screw diameter mm 90 100 110 100 110 120
L/D ratio 24 22 20 24 22 20
Injection volume cm? 3179 3925 4749 4318 5224 6217
Injection stroke mm 500 500 500 550 550 550
Screw rpm r.p.m 115 115 115 100 100 100
Plasticizing capacity kg/h 277 380 506 330 440 570
Injection pressure MPa 235 191 158 214 177 149
Injection rate cm¥/s 744 918 1111 1020 1235 1469
Carriage stroke mm 660 660
Carriage contact force kN 130 130
Clamping Unit
Clamping force kN 10000
Opening force kN 796
Mould thickness (Min.) mm 600
Mould thickness (Max.) mm 1200
Maximum daylight mm 2400
Opening stroke mm 1800
Space between tie bars mm 1250 X 1100
Ejector stroke mm 300
Ejector force kN 350
Number of ejector pins 13
Others
Pump motor power kW 120 216
System pressure MPa 17.5
Oil tank capacity L 1800
Heating capacity kW 49 62
Temp. control zones 7+N 7+N
Machine dimensions m 10.85 X 3.36X 2.49
Machine weight Ton 48
Minimum mould size mm 830 X 730
Mould weight (Fixed platen) kg 3861
Mould weight (Moving platen) kg 7722

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.
Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.
For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.



FORZA-III SERIES

SPECIFICATIONS
Item Unit FA1200
Injection Unit 9200 11900 16300
Standard Option Option

Injection weight (PS) g 3929 | 4754 | 5658 | 5186 | 6172 | 7244 | 7534 | 8788 (10849
oz 139 | 168 | 200 | 183 | 218 | 256 | 266 | 310 | 383

Screw diameter mm 100 | 110 | 120 | 110 | 120 | 130 | 125 | 135 | 150

L/D ratio 24 22 20 24 22 20 22 20 18

Injection volume cm? 4318 | 5224 | 6217 | 5699 | 6782 | 7960 | 8279 | 9657 11922

Injection stroke mm 550 | 550 | 550 | 600 | 600 | 600 | 675 | 675 | 675

Screw rpm r.p.m 100 | 100 | 100 | 100 | 100 | 100 82 82 82

Plasticizing capacity kg/h 330 | 440 | 570 | 440 | 571 726 | 529 | 667 | 914

Injection pressure MPa 214 177 149 | 209 175 150 198 169 137

Injection rate cm/s 1020 | 1235 | 1469 | 1047 | 1247 | 1463 | 1107 | 1291 | 1594

Carriage stroke mm 820 820 820

Carriage contact force kN 130 130 130

Clamping Unit

Clamping force kN 12000

Opening force kN 970

Mould thickness (Min.) mm 600

Mould thickness (Max.) mm 1300

Maximum daylight mm 2700

Opening stroke mm 2100

Space between tie bars mm 1300X 1200

Ejector stroke mm 400

Ejector force kN 490

Number of ejector pins 13

Others

Pump motor power kW 216 | 216 216

System pressure MPa 17.5

Oil tank capacity L 1800

Heating capacity kW 62 | 80 92

Temp. control zones 7+N

Machine dimensions m 12.19 X 3.50X3.38

Machine weight Ton 66

Minimum mould size mm 860 X 800

Mould weight (Fixed platen) kg 4746

Mould weight (Moving platen) kg 9491

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.
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SPECIFICATIONS
Item Unit FA1400
Injection Unit 9200 11900 16300
Option Standard Option

Injection weight (PS) g 3929 | 4754 | 5658 | 5186 | 6172 | 7244 | 7534 | 8788 (10849
oz 139 | 168 | 200 | 183 | 218 | 256 | 266 | 310 | 383

Screw diameter mm 100 | 110 | 120 | 110 | 120 | 130 | 125 | 135 | 150

L/D ratio 24 22 20 24 22 20 22 20 18

Injection volume cm? 4318 | 5224 | 6217 | 5699 | 6782 | 7960 | 8279 | 9657 (11922

Injection stroke mm 550 | 550 | 550 | 600 | 600 | 600 | 675 | 675 | 675

Screw rpm r.p.m 100 | 100 | 100 | 100 | 100 | 100 82 82 82

Plasticizing capacity kg/h 330 | 440 | 570 | 440 | 571 726 | 529 | 667 | 914

Injection pressure MPa 214 177 149 | 209 175 150 198 169 137

Injection rate cmi/s 1020 | 1235 | 1469 | 1047 | 1247 | 1463 | 1107 | 1291 | 1594

Carriage stroke mm 820 820 820

Carriage contact force kN 130 130 130

Clamping Unit

Clamping force kN 14000

Opening force kN 1122

Mould thickness (Min.) mm 700

Mould thickness (Max.) mm 1450

Maximum daylight mm 3100

Opening stroke mm 2400

Space between tie bars mm 1460 X 1360

Ejector stroke mm 400

Ejector force kN 490

Number of ejector pins 13

Others

Pump motor power kW 216 216 216

System pressure MPa 17.5

Oil tank capacity L 1800

Heating capacity kW 62 80 92

Temp. control zones 7+N

Machine dimensions m 12.39 X 3.70 X 3.51

Machine weight Ton 74

Minimum mould size mm 970 X 900

Mould weight (Fixed platen) kg 6737

Mould weight (Moving platen) kg 13474

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.
Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.
For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.



FORZA-III SERIES

SPECIFICATIONS
Item Unit FA1600
Injection Unit 9200 11900 16300
Option Option Standard

Injection weight (PS) g 3929 | 4754 | 5658 | 5186 | 6172 | 7244 | 7534 | 8788 (10849
oz 139 | 168 | 200 | 183 | 218 | 256 | 266 | 310 | 383

Screw diameter mm 100 | 110 | 120 | 110 | 120 | 130 | 125 | 135 | 150

L/D ratio 24 22 20 24 22 20 22 20 18

Injection volume cm? 4318 | 5224 | 6217 | 5699 | 6782 | 7960 | 8279 | 9657 [11922

Injection stroke mm 550 | 550 | 550 | 600 | 600 | 600 | 675 | 675 | 675

Screw rpm r.p.m 100 | 100 | 100 | 100 | 100 | 100 82 82 82

Plasticizing capacity kg/h 330 | 440 | 570 | 440 | 571 726 | 529 | 667 | 914

Injection pressure MPa 214 177 149 | 209 175 150 198 169 137

Injection rate cmd/s 1020 | 1235 | 1469 | 1047 | 1247 | 1463 | 1107 | 1291 | 1594

Carriage stroke mm 820 820 820

Carriage contact force kN 130 130 130

Clamping Unit

Clamping force kN 16000

Opening force kN 1244

Mould thickness (Min.) mm 700

Mould thickness (Max.) mm 1550

Maximum daylight mm 3300

Opening stroke mm 2600

Space between tie bars mm 1550 X 1450

Ejector stroke mm 400

Ejector force kN 490

Number of ejector pins 17

Others

Pump motor power kW 216 | 216 216

System pressure MPa 17.5

Oil tank capacity L 1800

Heating capacity kW 62 | 80 92

Temp. control zones 7+N

Machine dimensions m 13.06 X 3.79 X 3.61

Machine weight Ton 88

Minimum mould size mm 1030 X 960

Mould weight (Fixed platen) kg 8152

Mould weight (Moving platen) kg 16303

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.

9

SPECIFICATIONS
Item Unit FA1800
Injection Unit 9200 11900 16300
Option Option Standard

Injection weight (PS) g 3929 | 4754 | 5658 | 5186 | 6172 | 7244 | 7534 | 8788 (10849
0oz 139 | 168 | 200 | 183 | 218 | 256 | 266 | 310 | 383

Screw diameter mm 100 | 110 | 120 | 110 | 120 | 130 | 125 | 135 | 150

L/D ratio 24 22 20 24 22 20 22 20 18

Injection volume cm? 4318 | 5224 | 6217 | 5699 | 6782 | 7960 | 8279 | 9657 (11922

Injection stroke mm 550 | 550 | 550 | 600 | 600 | 600 | 675 | 675 | 675

Screw rpm r.p.m 100 | 100 | 100 | 100 | 100 | 100 82 82 82

Plasticizing capacity kg/h 330 | 440 | 570 | 440 | 571 726 | 529 | 667 | 914

Injection pressure MPa 214 177 149 | 209 175 150 198 169 137

Injection rate cmi/s 1020 | 1235 | 1469 | 1047 | 1247 | 1463 | 1107 | 1291 | 1594

Carriage stroke mm 820 820 820

Carriage contact force kN 130 130 130

Clamping Unit

Clamping force kN 18000

Opening force kN 1415

Mould thickness (Min.) mm 750

Mould thickness (Max.) mm 1600

Maximum daylight mm 3400

Opening stroke mm 2650

Space between tie bars mm 1650 X 1550

Ejector stroke mm 450

Ejector force kN 660

Number of ejector pins 17

Others

Pump motor power kW 216 | 216 | 216

System pressure MPa 17.5

Oil tank capacity L 1800

Heating capacity kW 62 | 80 | 92

Temp. control zones 7+N

Machine dimensions m 13.42 X 3.95 X 4.19

Machine weight Ton 98

Minimum mould size mm 1100 X 1030

Mould weight (Fixed platen) kg 9575

Mould weight (Moving platen) kg 19151

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.
Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.
For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.
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FORZA-III SERIES

SPECIFICATIONS

Item Unit FA2000

Injection Unit 16300 25300 33700

Option Standard Option

Injection weight (PS) g 7534 | 8788 10849 (11201 [ 12858 | 15559 | 16001 | 18064 | 21393
(074 266 | 310 | 383 | 395 | 454 | 549 | 564 | 637 | 755

Screw diameter mm 125 | 135 | 150 | 140 | 150 | 165 | 160 | 170 | 185

L/D ratio 22 20 18 24 22 20 23 22 20

Injection volume cm? 8279 | 9657 11922 (12309 (14130 |17097 | 17584 | 19851 | 23508

Injection stroke mm 675 | 675 | 675 | 800 | 800 | 800 | 875 | 875 | 875

Screw rpm r.p.m 82 82 82 79 79 79 72 72 72

Plasticizing capacity kg/h 529 667 914 716 881 1172 | 974 | 1169 | 1506

Injection pressure MPa 198 169 137 | 206 179 148 192 170 144

Injection rate cm/s 1476 | 1722 | 2126 | 1418 | 1628 | 1969 | 1519 | 1715 | 2031

Carriage stroke mm 900 900 1030

Carriage contact force kN 130 200 200

Clamping Unit

Clamping force kN 20000

Opening force kN 1597

Mould thickness (Min.) mm 800

Mould thickness (Max.) mm 1700

Maximum daylight mm 3600

Opening stroke mm 2800

Space between tie bars mm 1800 X 1600

Ejector stroke mm 450

Ejector force kN 660

Number of ejector pins 17

Others

Pump motor power kW 288 288 288

System pressure MPa 17.5

Oil tank capacity L 2500

Heating capacity kW 92 112 149

Temp. control zones 7+N

Machine dimensions m 14.46 X 4.32 X 3.75

Machine weight Ton 115

Minimum mould size mm 1200 X 1060

Mould weight (Fixed platen) kg 11457

Mould weight (Moving platen) kg 22913

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.

11

SPECIFICATIONS

Item Unit FA2500

Injection Unit 16300 25300 33700

Option Standard Option

Injection weight (PS) g 7534 | 8788 10849 (11201 | 12858 | 15559 | 16001 | 18064 [21393
oz 266 | 310 | 383 | 395 | 454 | 549 | 564 | 637 | 755

Screw diameter mm 125 | 135 | 150 | 140 | 150 | 165 | 160 | 170 | 185

L/D ratio 24 22 20 24 22 10 23 22 20

Injection volume cm? 8279 | 9657 11922 12309 [14130 |17097 | 17584 | 19851 | 23508

Injection stroke mm 675 | 675 | 675 | 800 | 800 | 800 | 875 | 875 | 875

Screw rpm r.p.m 82 82 82 79 79 79 72 72 72

Plasticizing capacity kg/h 529 667 914 716 881 1172 | 974 | 1169 | 1506

Injection pressure MPa 198 169 137 | 206 179 148 192 170 144

Injection rate cmi/s 1476 | 1722 | 2126 | 1418 | 1628 | 1969 | 1519 | 1715 | 2031

Carriage stroke mm 900 1030 1030

Carriage contact force kN 130 200 200

Clamping Unit

Clamping force kN 25000

Opening force kN 1943

Mould thickness (Min.) mm 800

Mould thickness (Max.) mm 1800

Maximum daylight mm 3800

Opening stroke mm 3000

Space between tie bars mm 1900 X 1700

Ejector stroke mm 550

Ejector force kN 660

Number of ejector pins 17

Others

Pump motor power kW 288 288 | 288

System pressure MPa 17.5

Oil tank capacity L 2500

Heating capacity kW 92 112 | 149

Temp. control zones 7+N

Machine dimensions m 15.12 X 4.36 X 3.94

Machine weight Ton 143

Minimum mould size mm 1260 X 1130

Mould weight (Fixed platen) kg 13605

Mould weight (Moving platen) kg 27210

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.

12



FORZA-III SERIES

SPECIFICATIONS

Item Unit FA3000

Injection Unit 25300 33700 64000

Option Standard Option

Injection weight (PS) g 11201 | 12858 | 15559 | 16001 | 18064 | 21393 | 30946 (34289 | 41489
0oz 395 | 454 | 549 | 564 | 637 | 755 | 1092 | 1210 | 1463

Screw diameter mm 140 | 150 | 165 | 160 | 170 | 185 | 190 | 200 | 220

L/D ratio 24 22 10 23 22 20 25 24 22

Injection volume cm? 12309 | 14130 (17097 | 17584 | 19851 | 23508 | 34006 | 37680 | 45593

Injection stroke mm 800 | 800 | 800 | 875 | 875 | 875 | 1200 | 1200 | 1200

Screw rpm r.p.m 79 79 79 72 72 72 53 53 53

Plasticizing capacity kg/h 716 881 1172 | 974 | 1169 | 1506 | 1201 | 1401 | 1864

Injection pressure MPa 206 179 148 192 170 144 188 170 141

Injection rate cmd/s 1418 | 1628 | 1969 | 1519 | 1715 | 2031 | 1935 | 2144 | 2595

Carriage stroke mm 1030 1030 1250

Carriage contact force kN 200 200 280

Clamping Unit

Clamping force kN 30000

Opening force kN 2211

Mould thickness (Min.) mm 900

Mould thickness (Max.) mm 1900

Maximum daylight mm 4100

Opening stroke mm 3200

Space between tie bars mm 2000 X 1800

Ejector stroke mm 550

Ejector force kN 660

Number of ejector pins 17

Others

Pump motor power kW 288 | 288 360

System pressure MPa 17.5

Oil tank capacity L 2500 3200

Heating capacity kw 112 | 149 238

Temp. control zones 7+N

Machine dimensions m 16.72 X 4.47 X 4.00

Machine weight Ton 165

Minimum mould size mm 1330 X 1200

Mould weight (Fixed platen) kg 16006

Mould weight (Moving platen) kg 32011

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.
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SPECIFICATIONS

Item Unit FA3500

Injection Unit 25300 33700 64000

Option Option Standard

Injection weight (PS) g 11201 | 12858 | 15559 | 16001 | 18064 | 21393 | 30946 (34289 | 41489
oz 395 | 454 | 549 | 564 | 637 | 755 | 1092 | 1210 | 1463

Screw diameter mm 140 | 150 | 165 | 160 | 170 | 185 | 190 | 200 | 220

L/D ratio 24 22 10 23 22 20 25 24 22

Injection volume cm? 12309 | 14130 | 17097 | 17584 | 19851 | 23508 | 34006 (37680 | 45593

Injection stroke mm 800 | 800 | 800 | 875 | 875 | 875 | 1200 | 1200 | 1200

Screw rpm r.p.m 79 79 79 72 72 72 53 53 53

Plasticizing capacity kg/h 716 881 1172 | 974 | 1169 | 1506 | 1201 | 1401 | 1864

Injection pressure MPa 206 179 148 192 170 144 188 170 141

Injection rate cmi/s 1418 | 1628 | 1969 | 1519 | 1715 | 2031 | 1935 | 2144 | 2595

Carriage stroke mm 1030 1030 1250

Carriage contact force kN 200 200 280

Clamping Unit

Clamping force kN 35000

Opening force kN 2676

Mould thickness (Min.) mm 1000

Mould thickness (Max.) mm 2200

Maximum daylight mm 4200

Opening stroke mm 3200

Space between tie bars mm 2280 X 1930

Ejector stroke mm 550

Ejector force kN 660

Number of ejector pins 17

Others

Pump motor power kW 288 | 288 360

System pressure MPa 17.5

Oil tank capacity L 2500 3200

Heating capacity kW 112 | 149 238

Temp. control zones 7+N

Machine dimensions m 17.40 X 4.88 X 4.27

Machine weight Ton 200

Minimum mould size mm 1520 X 1280

Mould weight (Fixed platen) kg 22653

Mould weight (Moving platen) kg 45307

Machine dimension could be changed according to the combination of clamping unit and injection unit, the above dimension is for reference only.

Please contact us if you have any special requirements for injection molding products with the engineering materials” PVC, PC, ABS (fireproof), POM or others.

For above tonnage of FA3500, please contact our sales person to get more information.

We reserve the right to make any technical improvements without further notice.
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