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An electric-powered rice cooker that uses a steam
capture method based on a thermistor that detects the
temperature of the steam from the boiling rice to control
how much it is cooked.
Employs a drawer-style method wherein the cooked-rice
tub sits on a drawer and is pulled out from inside.
Timer-equipped model also available for scheduling
cooking times in advance.

Electric Auto Rice CookerElectric Auto Rice Cooker
An auto electric rice cooker offering the same functionsAn auto electric rice cooker offering the same functions
as a gas rice cooker. A standard-type automatic electricas a gas rice cooker. A standard-type automatic electric

rice cooker that can cook plain white rice, seasoned rice,rice cooker that can cook plain white rice, seasoned rice,
and similar foods.and similar foods.

Cook rice with an efficient and space-saving machineCook rice with an efficient and space-saving machine



MODEL
FRC-54NC
FRC-108NC
FRC-162NC

DIMENSIONS
750 w x 600 d x 517 h mm (FRC54NC)
750 w x 650 d x 964 h mm (FEC108NC)
750 w x 650 d x 1,381 h mm (FRC162NC)

CASE MATERIAL
Stainless steel plate SUS430

INNER FRAMEWORK
Aluminum plated steel plate

DOOR
Stainless steel plate SUS430

ADJUSTABLE LEGS
Stainless steel SUS304 plate, adjustable +/-15 mm

HEAT INSULATOR
Glass wool

WEIGHT
60 kg (FRC54NC)
120 kg (FRC108NC)
180 kg (FRC162NC)



INPUT
3P 400 V 50/60 Hz

POWER RATING
5.4 kW (FRC54NC)
5.4 kW x 2 (FRC108NC)
5.4 kW x 3 (FRC162NC)

MAXIMUM CURRENT IN NORMAL SITUATION
20 A (FRC54NC)
40 A (FRC108NC)
60 A (FRC162NC)

RICE COOKER CAPACITY
2.8 kg to 5 kg (FRC54NC)
2.8 kg to 10.0 kg (FRC108NC)
2.8 kg to 15.0 kg (FRC162NC)

CONTROLLING METHOD
Thermistor

ATTACHMENT (RICE COOKING POT)
One pot φ490 x 190 h mm with Teflon coating




