
■ Filler sectional view
Penetrates and adheres to deep cracks
Even large holes can be closed and repaired without any gaps.
Its strength is such that it will not break even if it is hit with a hammer.

※This is an example of construction. It depends on the situation on site.
※Drying time varies depending on the product. Please check the drying time for each product on the back.
※ "GOANZEN Filler Rough" uses a special accelerator, and the drying time will change significantly if it is not used.
※ When overcoating "GOANZEN Filler Rough", wait at least 12 hours before painting.

①Cleaning ②GOANZEN FILLER ③Drying

GOANZEN series

Preparing your feet is the first step in safety measuresPreparing your feet is the first step in safety measures

Any repair can be easily done by ourselves.

GOANZENGOANZENGOANZENGOANZENseriesseries

Repair cracks, large holes, and defects

With our unique adhesion technology, we can repair defects in concrete and asphalt 
without troublesome pretreatments.

■Reinforcement by hardening from the deep part of cracks and defects.
[GOANZEN series] penetrates and reinforces cracks and defects from the 
inside to form a strong floor for a long time.
If you are concerned about aesthetics, use the "floor paint series" as a topcoat 
to make the floor even more beautiful.

■Paint directly on the asphalt without cumbersome processes.

■ Penetrates and adheres not only to
　　　 the surface of the asphalt but also to the inside.

①Cleaning ②GOANZEN 
　WHITE/YELLOW ③Drying

Asphalt painting that was impossible until now

Painting on asphalt, which could only be done by professionals with 
special equipment, can be done by anyone without the need for 
troublesome preparation or special equipment.

Penetrates and adheres to fine unevenness of asphalt without gaps
Forms a strong coating film that is resistant to peeling for a long time and 
maintains beautiful color development.

Conventional troublesome preparation is unnecessary.
clean the asphalt surface
Just apply it directly and you're done.

Asphalt

Asphalt
GOANZENYELLOW orWHITE

※Please wait at least 12 hours before applying the "Floor Paint Series" on top of the "GOANZEN Filler Rough".

Concrete 

[GOANZEN FILLER series]

■ Eliminate troublesome processes, shorten the construction period, and significantly reduce costs



Even deep cracks and large holes
Firmly solidify and reinforce!
Penetrates and adheres to the deep part of concrete even in deep cracks.
Forms a durable floor for a long time. It is an environmentally friendly 
water-based type with little odor, so you can use it with confidence.

A lineup that can be selected according to the chipping/cracking situation.

Strong adhesion and high color development even on asphalt.
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Can be applied directly to asphalt
We pull the line in the factory by ourselves!
No special equipment is required, and even beginners can easily paint on asphalt.
Penetrates and adheres to gaps in asphalt. Beautiful color development continues for a 
long time.

Application amount: Approximately 100g at 1m x 0.15m
Mixing ratio: main agent: hardener: P agent / 1:1:2 (weight ratio)
Dry to the touch: about 4 hours
Walking time: about 8 hours
■Applied amount is a guideline. It may differ slightly depending on the condition of the floor, 
work method, etc.
If the asphalt is very uneven, the amount of application may exceed 150g.
■Drying time is an estimate under an environment with a temperature of 
20°C and humidity of 60%.
　It may vary depending on the temperature and humidity　
　At high temperatures, such as in the summer, curing may begin in a short time after
　 mixing the main agent and curing agent.
　At low temperatures such as in winter, curing may take 24 hours or more.

Mixing ratio：PART A：PART B：P agent/ 1：1：5（weight ratio）
　　　　　※Please use the dedicated accelerator up to 5% of the weight of the main agent.
Drying time：Dry to the touch: about 4-5 hours / completely dry: about 12 hours
Drying time when using special accelerator：Dry to the touch: about 1-2 hours
 　　  Complete drying: about 3 hours
Dry time to topcoat：12 hours or more

■Applied amount is a guideline. It may differ slightly depending on the condition of the floor,
     work method, etc.
■Drying time is an estimate under an environment with a temperature of 20°C and humidity of 60%.
　It may vary depending on the temperature and humidity.
　At high temperatures, such as in the summer, curing may begin in a short time after mixing 
　the main agent and curing agent.
　If you do not use an accelerator at low temperatures such as in winter, curing may take 24 hours or more.
■It may turn yellow under the influence of ultraviolet rays.

For extensive crack/defect repair GOANZEN FILLER ROUGH

Even small cracks
Penetrates deep and adheres strongly.
By firmly pushing in with a trowel like putty, even small defects such as hair 
cracks that are difficult to penetrate with repair agents can penetrate deep into 
the area and harden and reinforce.

Mixing ratio: PART A: PART B / 1:1 (weight ratio)
Drying time before topcoat: about 30 minutes.
Walkable time without overcoating: about 3 hours.
■Applied amount is a guideline. It may differ slightly depending on the condition of the floor,
     work method, etc.
■Drying time is an estimate under an environment with a temperature of 20°C and humidity of 60%.
　It may vary depending on the temperature and humidity.
　At high temperatures, such as in the summer, curing may begin in a short time after mixing 
　the main agent and curing agent.
　If you do not use an accelerator at low temperatures such as in winter, curing may take 24 hours or more.
■It may turn yellow under the influence of ultraviolet rays.

For repairing fine cracks and defects GOANZEN FILLER SMOOTH

For painting on asphalt GOANZEN WHITE / YELLOW

■Made-to-order products will take time to be delivered.

6 colors (green, light green, red,
ivory, concrete color, asphalt color)

PART A・PART B
Each 1kg/P agent 5kg

GOANZEN FILLER ROUGH 7kg set
Product name Capacity

3 colors (Ivory, Green, Concrete) PART A・PART B Each 500g/P agent 1kg
GOANZEN FILLER ROUGH 1.4kg set

※Not included in the set. Please order separately.
Dedicated accelerator 100ｇ

1 set

1 set
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■Made-to-order products will take time to be delivered.

Product name Capacity

3 colors (Ivory, Green, Concrete) PART A・PART B Each 500g/
GOANZEN FILLER SMOOTH 1kg set 1set
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production

remarks

■Made-to-order products will take time to be delivered.

Product name Capacity

GOANZEN YELLOW 1set

Quantity

PARTA・PARTB 1kg each//P agent 2kgGOANZEN WHITE
4kg set

PARTA・PARTB 1kg each//P agent 2kg
4kg set

1set Order 
received
production

remarks

*The image is a 7kg set.
Contains 5 bags of 1 kg of P agent

※The image is GOANZEN white.
Contains 2 bags of 1 kg of P agent
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■Construction example

■Construction example
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F☆☆☆☆Registered product

【Developer/manufacturer】
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Protecting human life - The Renovation of all things
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