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Power Stack 
Residential All-in-one 
Energy Storage Solution 

Capacity: 5/10/15/20 Kwh 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
/ 2 /

- 6E 3B B C 3 6 GA .3B3 5 5 EA 1

0 C G5  3B , 8

. E . 3G GC  F .3G &C 3A3 G

EA B B &0, 0 B , E . CA 3 3 BG 5 G

3B 13BB3 G

/ –  
	

Expandable up to 83kWh in Parallel 
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Scalability	 Max	16	moudles	in	parallel	to	get	max	81.92Kwh	

Power	 5Kw	

MPPT	charging	current	 80A	

RS232/RS485	

Ac	Input	 220Vac,	50Hz	

Dimension	(H*W*D)	 630*450*205mm	

>6000	Cycles	(80%DOD)	

Discharge	Temperature	(°C)	 -10°C~45°C	

20~25°C	

IP65	

Parallel	

Cooling	 Natural	cooling	

CANRS485RS232	

Charge	Temperature	(°C)	 0°C~45°C	

15	years	

Ac	output	 220Vac,	50Hz	

100A	MAX	

48Vdc	

60-180Vdc	

Model	 1	Block	 2	Blocks	  3	Blocks	 4	Blocks	

     

Cell	Technology	
     

Nominal	Voltage	
    

Nominal	Capacity	 100ah	 200ah	
 

300ah	 400ah	

Nominal	Energy	 5.12Kwh	 10.24Kwh	
 

15.36Kwh	 20.48Kwh	

Dimension	 (L*W*H)	 630*450*610mm	 630*450*815mm	  630*450*1020mm	 630*450*1225mm	

Net	Weight	(KG)	 45kg	 90kg	  135kg	 180kg	

Max	Cont.	charge	current	 100A	 200A	  300A	 400A	

Max	Cont.	discharge	current	 100A	 200A	  300A	 400A	

   58.4V	   

  41.2V	   

With or Without Solar Always Have 24/7 Backup Power 
 

 

Photovoltaic power generation Wind power generation 

 

Power Grid 
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Load bearing equipment 

AC output 

Battery 

Emergency LNG Generator 
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