
 
 

New Powerwall 
 

Residential ALL-IN-ONE 
Energy Storage System 

Capacity: 5kWh/5kW 
Option:    10kWh/5kW 
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858x59.5x140mm	

65kg	

Generator 

Storage	time	 5	months@	25˚C;	3	months@	35˚C;	1	month@	45˚C	

Lithium	Battery	Standard	 UN38.3,	MSDS,	CE,	UL&	IEC	(Cell	certificated)	

Inverter	

Max	PV	Input	Voltage	 495V	DC	

Efficiency	 95%	

Overload	 5s@200%,	10s@150%	

Certification	 CE,	(Nig)	SONCAP	

PV array 

Cloud PC Operating System 

Power meter 

Power Grid Backup loads 

 Grid loads 

DC 

AC 

Communication 

Technical	Specification:	
Model	 No	 Power	Wall	AIO	5KW/5KWH	  Power	Wall	AIO	5KW/10KWH	

Nominal	Parameters	    

Voltage	  51.2V	  

Operation	voltage	  41.6−58.4V	  

Capacity	 100Ah	  200Ah	

Energy	 5.12KWh	  10.24KWh	

Max	charging	voltage	 100A	  200A	

Max.	discharging	current	 100A	  200A	

Dimensions	(LxWxH)	 858x529.5x140mm	  900.9x600x230mm	
Weight	 65kg	  110kg	

Basic	Parameters	    

Life	time(25'˚C)	  15years	  

Life	cycles	(80%	DOD,	25˚C)	 >6000	 Cycles	 (80%DOD)	
	

Operation	 Temperature	 −20˚C−60˚C@60±25%	Relative	Humidity	
	

Protection	rating	 IP65	
	

Nominal	Power	 5KW	

	
MPPT	PV	Input	Voltage	 120−450V	DC	

Max	MPPT	Charge	Current	 80A	

	
Max	AC	Input	 300Vac	

Switching	Time	 10ms	UPS;	20ms	Home	appliance	

	
AC	Output	 230Vac,	50Hz	

Operation	 Temperature	 −10˚C	to	50˚C	

	
Humidity	 5%−95%	

24/7 Power Independence 
 

 

Max	PV	Input	Power	 6KW	

AC	Input	 230Vac,	50/60Hz	

Max	AC	Charge	Current	 60A	

Storage	 Temperature	 −15˚C	to	60˚C	
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